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Positive Control Infeed Systems

BW Integrated Systems’ Positive Control Infeed Systems insure that the lead ends in a moving stick 
remain vertical.  This eliminates the possibility of a fallen end jamming the conveying mechanism.  The 
unique design is extremely flexible and may be utilized in many different applications.  In cases where 
a stick of can ends is conveyed away from a processing machine, the Positive Control Infeed may be 
used to keep the trailing ends from falling back.  A remotely located air blower and plenum provide 
positive air flow to the mounted assembly.
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Positive Control Infeed Systems

Positive Air Flow Controls Leading or Trailing Ends of Stationary or 
Moving Sticks of Ends
In most semi and automatic can end handling equipment where 
sticks of ends are separated and conveyed to another position for 
transfer, accumulation or bagging, the lead and trailing ends need 
to be mechanically held in a vertical position.  Conventionally, 
this has meant making contact with rubber or plastic strips and 
brushes.  Periodic inspection, fine tuning and replacement of these 
mechanical hold-up elements are troublesome and labor intensive.

Assembly Operation
In original equipment, the Positive Control Infeed System is either 
installed underneath or on the sides of the tray that holds the stick 
of ends.  Steady streams of air are directed at the front or back of the 
stick as it moves along the lane, keeping the leading or trailing ends in 
a vertical position.

Original or Retrofit Installation
Our Positive Control Infeed Systems may be installed on new 
equipment and retrofitted to existing equipment.  In existing can end 
handling systems, such as multi-lane counter baggers and tray systems 
that employ “pick and place” devices, a Positive Control Infeed may be 
mounted either under or over each lane.  An air blower and plenum 
provides the required positive air flow.

Contact our experienced sales teams today for a comprehensive 
review of your application(s) and to see how our Positive Control 
Infeed Systems can benefit your company.

Features

• Eliminates fallen and flipped ends

• Insures continuous operation

• Retrofits in many semi and 
automatic end handling systems

• Air flow controls either end of a 
moving or stationary stick

• Patented and foreign patents 
pending

Specifications

Stick Length
Unlimited

End Diameter
200 to 211

Installation
Specified in original equipment or 
installed in an over lane position 
in most existing can end handling 
systems
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